DISTANCE TO END OF GUARDRAIL BEYOND LENGTH OF NEED POINT BASED ON TYPE OF GUARDRAIL

TYPE MSKT-SP-MGS (TL-3) TYPE SOFTSTOP (TL-3)

FT IN SUM FT IN SUM
6 3 6 2
6 3 5 8
125 FT 4 7
16.4 FT
BEAM GUARDRAL
TYPE ] BEAM GUARDRAIL TYPE 31 NON-FLARED TERMINAL {SEE NOTE 3) . A0° - 0" MIN.
BAT ,_MT T EDGE OF WIDENED
i | EMBANKMENT
i i —
: T 20 : 1 SLOPE OR FLATTER
i e (RELATIVE TO GRADE) -
N f"f_'_f"—-_‘—f _ﬁ,M 10: 1 SLOPE OR FLATTER EDGE OF PAVED (OR UN-PAVED)
ﬁ OFFSET ~ SEE NOTE 6 / SHOULDER
PLAN VIEW NOTES
i ISKT-SF-MGS (TL-2) SHOVM 1. The Implementation of the Manual for 1t of Safety ¢
w (MASH) criteria may result in the acceptance of guardrail terminal
El systems currently not shown on this plan. Non-Flared terminals shall bs
a selected from the WSDOT Qualified Products List (QPL) or approved
5 through the WSDOT Request for Approval of Materials (RAM) process.
FS EEAM GUARDRAIL 2. This terminal is MASH compliant at Test Level Three (TL-3) and may be
= TYPE 31 PAY LIMIT used for all posted speeds.
a BEAM GUARDRAIL TYPE 31 NON-FLARED TERMINAL ~ PAY LIMIT ]
H 3. An MSK‘I’-SP -MGS (TL-3) as manL
H MSKT-SP-MGS (TL-3) SYSTEM LENGTH = 50/ - 0° or SOFT: P (TL-3) as manufactured by Trlnﬂy Hnghway Pmﬁudl

1120

i
P, . (SEENGTE 6) LENGTH OF :
NEED FOINT

SEE NOTE 4

==
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ELEVATION VIEW E H
MSKT-SP-MGS (TL-3) 3
[SEE NOTE B)

BEAM GUARDRAIL TYPE 31 NON-FLARED

BEAM GUARDRAIL
TYPE 31 PAY LIMIT
~ PAY LIMIT |

SOFTSTOP (TL-3) SYSTEM LENGTH = 50° - 9 12°
(SEE NOTE 6)

SEE NOTE 4

\ GROUND
LINE

i
POST 1

LLC shall be installed according to
A reflectorized object marker shall be installed according to
5 5.

‘When snow load post washers and snow load rail washers are required
by the Contract, the snow load rail washers shall not be installed within
the terminal limits.

3 ;ﬂeﬁmlnal Fs'hall be installed at a widening, ensuring the end piece Is

off the shoulder. Whils this terminal does not require an
offset at the end, a taper is recommended. For the MSKT-SP-MGS (TL-3),
& maximum taper of 25 : 1 or flatier over tha length of the terminal is
allowed with 28 maximum offset of 24" (in) over 50' {ft).

For the SOFTSTOP (TL-3) a
maximum taper of 25.4 : 1 or
fiatter is allowed over lhe system
lengﬂ‘! of 50' - 9 172" wi

aximum offset of 24" (m) at the
snd‘lnr post.

For terminal details, see
'WSDOT approved
manufaciurer's drawings.

These terminals are supplied

with steel posts onry
Irenterson. Jef (119 Desigay
3162017 3:13 Pk
v— o
B&%&UMDRA“. TYPE 31

can be used with
guardrail Type 31 runs
of steel or
NON-FLARED TERMINAL
(ALL POSTED SPEEDS)
STANDARD PLAN C-22.40-0€

‘wood guardrail posts.




